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elements are often major items in the negotiated local sponsor agreements and
can represent a significant proportion of local costs. )
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CHAPTER 1

INTRODUCTION

1-1. Purpose and Scope.

The purpose of this document is to provide guidance in hydrologic
analysis of interior areas for planning and design investigations. The
document was developed to satisfy needs expressed by Corps of Engineers field
offices for procedural and technical guidance in performing hydrologic
assessments of interior areas.

1-2. Interior Systems.

a. An interior area is defined as the area protected from direct
riverine, lake, or tidal flooding by levees, floodwalls or seawalls and low
depressions or natural sinks. Figure 1.1 is a conceptual illustration of an
interior area and attendant physical works. The levee or wall associated
with an interior area is generally referred to as the line-of-protection.

The line-of-protection excludes flood water originating from the exterior but
normally does not directly alleviate flooding that may subsequently occur
from interior runoff. 1In fact, the line-of-protection often aggravates the
problem of interior flooding by blocking drainage outlets. Protected
interior areas, formerly flooded from the river (lake or coastal area) by
slowly rising flood waters generated from regional storms, may now be subject
to flooding from events that are more localized, occur more suddenly, and
provide less prior warning. The flooding may be aggravated by coincident
high river, lake, or coastal stages. The interior flooding that results may
be of the nuisance variety (shallow, temporary flooding) but can be in an
extreme case as dangerous (or more so) as the situation without the levee.

b. Interior flood waters are normally passed through the line-of-
protection by gravity outlets when the interior water levels are higher than
water levels of the exterior (gravity conditions). The flood waters are
stored and/or diverted and pumped over or through the line-of-protection when
exterior stages are higher than that of the interior (blocked gravity
conditions). Gravity outlets, pumping stations, interior detention storage
basins, diversions and pressure conduits are primary measures used to reduce
flood losses within interior areas. Other structural and nonstructucal
measures, such as reservoirs, channels, flood proofing, relocations,
regulatory policies, and flood warning-emergency preparedness actions, may
also be integral elements of interior flood loss reduction systems.

¢. Interior areas are studied to determine the specific nature of
flooding and to formulate alternatives that enhance the national economy, and
secondarily enhance the environment, social well being, and regional
development. The selected plan for implementation is the one that best meets
these objectives.



EM 1110-2-1413
15 Jan 87
1

TIE BACK =
LEVEE =
= _BLUFF
=, LINE
S §
2544 &% N
X
Damage N
Center W
e
N
\MAIN LEVEE S
/ (LINE-OF- PROTECTION) \\\\
S
N
N
R
N
S
&
B pno ey
WAVE
? —
EXTERIOR CONDITIONS "
INTERIOR CONDITIONS
i

Schematic of [nterior System
1-2

FIGURE 1.1



EM 1110-2-1413
15 Jan 87

d. Hydrologic analysis of intecior areas is complex because of interior
flooding combined with uncertainty of stages on the exterior side of the
line-of-protection. The investigation is often difficult. Records may be
scant or nonexistent, land use (and thus runoff) may have changed from the
past and is often continuing to change, natural drainage paths have been
altered, and coincident flooding (a technically complex subject) is the
common situation. Areas are generally small (less than 10 mi2 though some
are much larger) and the measures that should be considered are numerous.

e. Interior area investigations are differentiated from other studies
only by hydrologic analysis factors and the uniqueness of commonly
implemented flood loss reduction measures. The study process and types of
studies conducted to plan and design flood loss reduction actions are
identical to those of other investigations. These studies include planning
investigations, survey reports, and other forms of feasibility studies,
design studies (General and Feature Design Memoranda), and similar studies
for small projects under continuing authorities. Analysis of interior areas
is relevant to formulation and evaluation procedures, level of protection
considerations, and hydrologic, economic, environmental, and social
assessment criteria as established by present federal planning and design
policies and regulations.

f. Interior area planning studies are an essential aspect of
feagsibility studies. Although facilities and costs may at times be small
components of a major line-of-protection project, the elements are often
major items in the negotiated local sponsor agreements and can represent a
significant proportion of local costs.

1-3. Interdisciplinary Study Requirements.

a. The present precept of planning is that it be conducted by an
interdisciplinary group performing their studies in an open public
participation environment. Corps guidance states:

"An interdisciplinary approach is to be used in planning to ensure the
integrated use of natural and social sciences . . .” (Reference 7).

b. The hydrologic engineer is a participating member of an
interdisciplinary study team that typically includes representatives from
economic, environmental, social, and engineering disciplines. The study is
normally coordinated by a study manager who is also a team member. Continued
interface with these and other participants is required since results must be
compatible with needs for performing flood damage, cost, environmental,
social, and other assessments. An important early task for the team is to
tailor the investigation to the problems and needs of the study area under
investigation. Important issues, concerns, and study conduct will be defined
and a procedure for continuing coordination among participants will be
prepared and adopted. Integration of hydrologic information with this range
of interdisciplinary study crequirements reflects the importance of developing
reliable study estimates. Hydrologic strategies and analysis procedures
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developed are dependent to a large degree on these study requirements.
Thersfore, close coordination and continuous communication with other
disciplines is essential, from the initiation of the study through final
decisions. The hydrologic engineer is responsible for participating (taking
the initiative if necessary) in needed study coordination for activities that
ars related to hydrologic engineering.

1-4. Organization of Manual. This manual is designed to provide guidance for
hydrologic studies associated with the planning and design of flood loss
reduction measures for interior areas. BEmphasis is on the interface of
hydrologic studies with elements involved in planning investigations. Most
hydrologic studies are conducted to provide technical data for formulating
and evaluating solutions to flooding problems. The manual sets forth
pertinent requirements and defines the commensurate hydrologic study needs.
It provides chapters on: a description of the general study process,
progressing from feasibility through feature design investigations; an
outline of basic hydrologic assumptions and strategies for performing the
studies; and a description of available hydrologic analysis procedures for
assessing interior areas. Subsequent chapters describe relevant aspects of
potential flood loss reduction measures, give an overview of special topics
and issues, and outline reporting requirements. Appendixes include:
references and selected examples. A glossary of terms is also provided.
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CHAPTER 2

" PLANMING AND DESIGN STUDY PROCESS

2-1. General.

a. Planning and design studies associated with interior areas are
conducted using the same study requirements as other Corps investigations.
Analysis procedures must assure that:

"Studies shall be conducted in accordance with all applicable laws,
policies, and planning guidelines. 1In particular the district commander
shall assure that . . . the requirements and intent of NEPA* are made an
integral part of the planning process” (Reference S5).

* MNational Environmental Policy Act

b. This chapter presents an overview of the planning and designing
study process, and describes specific study considerations for interior
areas. Subsequent chapters utilize this information in describing hydrologic
study strategies and analytical procedures.

2-2. Study Process.

a. Feasibility studies span investigative actions from initiation of a
study through formulation and evaluation of alternatives, to selection and
recommendation of a plan for authorization and implementation. Design
studies refine and detail the functional components and aspects of the
authorized plan to better accomplish authorized purposes.

b. Feasibility studies are performed to select appropriate action to
solve a water raesource problem and determine if it should be recommended for
congressional authorization. Objectives of feasibility studies are to
formulate a broad range of alternatives and to identify and recommend the
best plan to solve a water resources problem. The report specifies the
project purpose, features, location and benefits; and describes the cost and
scale - such as level of protection, planned mitigation actions, cost
sharing, and legal and institutional arrangements to assure project
functioning. Results of these investigations are documented in a feasibility
report herein termed the decision document. 3upporting technical studies,
apart from the feasibility reports., are therefore final in terms of
evaluations and impacts important to congressional decision making on a
construction commitment. A reevaluation study may be required following
congressional authorization. The study may be a brief reaffirmation of the
survey report, if conditions have remained stable, or a reevaluation study
recommending modifications to meet changed conditions. The reevaluation is
essentially an updated survey report (Reference S5).

2-1
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c. Advanced Engineering and Design studies consist of the General
Design Memorandum (GDM) and Feature Design Memoranda (FDM). The GDM's
normally are performed following approval of the survey or reevaluation
study. They should primarily report on investigations concerned with the
engineering design of the system components necessary to achieve the plan
formulated in the feasibility study. Features Design Memoranda are genecally
prepared for each major feature of large or complex project. The GDM and FDM
(if needed) form the basis for preparation of plans and specificationms.

2-3. Plamning Study Considerations.

a. Level of Detail. The level of detail should be commensurate with
the study purpose and other technical elements. The level of detail of the
planning studies should be sufficient to minimize post-authorization changes
(Reference 5). Analyses should identify the type, size, and configuration of
the components, economics (cost-benefits); financing and cost sharing; and
performance criteria of each plan in the final array of altermatives. Real
estate and operational requirements of the recommended plan should also be
clearly defined.

b. Analysis Conventions.

(1) Economic and other project impact analyses are performed by the
Corps of Engineers and others for several time- and development- related
conditions. Important conventions are existing, base, and future conditions
for with and without proposed project features in place.

(2) Existing conditions for the study area consist of measures and
conditions presently in place. Base condition refers to measures projected
to be in place during the first year of operation of the adopted plan.
Analyses are performed for with and without flood loss reduction measures in
place, the difference representing the accomplishments of the project.
Existing measures, implemented prior to the base year, and measures
authorized and funded for construction completion prior to the base year are
assumed to be in place and included for both with and without conditions as
described in the Planning Guidance Notebook (Reference 14).

(3) Determination of existing without plan conditions is an important
aspect of the study process. The without plan is the condition most likely
to prevail in the absence of the plans under investigation by the Corps.
Existing flood hazard reduction projects should be considered in place with
careful consideration given to the actual remaining economic life of existing
structures. Flood hazard plans authorized for implementation, but not yet
constructed, should be considered in place unless it can be clearly shown
that implementation of the measures is unlikely.

(4) Assessments of the existing without conditions shall be of
sufficient detail to establish viable economic (cost and flood damage),
social, and environmental impact assessments of with conditions without
further refinements throughout the remainder of the planning process.
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(5) Future condition analyses are performed for the most likely future
development condition projected to occur without the project. The impacts of
implementing the project future with conditions are determined by comparisons
to the without condition. The assessments are performed for specified future
time periods. Sensitivity analyses may also be desirable or required to
determine the stability (viability and operation) of measures and plans for
other possible alternative future development scenarios. The basis for
projecting changes in the existing conditions must be clearly stated.
Projections must be based on supportable information.

¢. Pormulation and Evaluation.

(1) Procedures for formulating and evaluating flood loss reduction
measures of interior areas are similar to planning procedures used in other
tyres of investigations (Reference 7). The complexity of the process is
dependent upon the nature of the study area, flood hazard, damage potential,
and environmental and social factors. A comprehensive array of alternatives
is formulated and evaluated through an iterative process until a final array
of plans is developed.

(2) The types of measures (and performance) that are formulated into
alternative plans should, most often, be significantly different.
Alternative plans are formulated to emphasize and address different planning
objectives. The final array of plans should thus address markedly different
means of accomplishing one or more of the basic planning objectives.

(3) The formulation process should develop a variety of plans including
plans that maximize national economic development (NED) (Reference 8) and
consider environmental issues and nonstructural opportunities. The
formulation process should develop and assess a Standacd Project Flood
protection plan for urban areas. This plan, along with the NED plan,
_typically identifies upper and lower bounds of likely project features, and
provides insights as to the sensitivity and functional characteristics of the
system and study. Other plans, comprised of different configurations, types
of components, and performance standacds, should also be formulated and
evaluated.

(4) The NED plan is considered an anchor point from which recommended
plans can be adopted. Selecting plans other than the NED plan must be well
justified (Reference 7). In areas where the potential for catastrophic
losses axists, plans with the Standard Project Flood level of protection as a
minimum goal must be evaluated. Where failure of the measures would not
result in catastrophic loss, the NED plan is the objective. The NED plan is
the recommended plan for agricultural areas.

(S) Environmental considerations are an integral part of the formulation
process, and its consideration is required by the Economic and Enviconmental
Principles and Guidelines for Water and Related Land Resources Implementation
Studies (Reference 1). Nonstructural measures can often be valuable
components of interior plans. Comprehensive planning considers nonstructural
measures as realistic candidates for reducing flood losses.
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d. Plan Selection. The plan selected for recommendation is expected to
smerge from the several steps involved in the planning process. The
attributes, costs and benefits, and other impacts (those not possible to
define monetarily) of the final plans, and degree to which they accomplish
the dbasic planning study objectives are weighed to determine the recommended
plan. The evaluation and formulation should be performed with active public
participation and the final plan selection accomplished in that spirit.
Costs and benefits should weigh heavily in the selection, but functional
performance and considerations of social and environmental impacts should
also receive major consideration. The hydrologic engineer should assume a
major responsibility for assuring that the selection process adequately
considers functional pecformance.

2-4. Degign Study Consideratioms.

a. Qverview. Corps of Engineers’ policies related to design studies
are documented in engineering regulation, Engineering After Feasibility
Studies (Reference 10). The General Design Memorandum (GDM) and Feature
Design Memorandum (FDM) study the detail design of the selected plan
authorized by Congress. The type of components, configuration of the system,
and performance standards are specified as part of the plan. The design
study provides refinement detail sufficient to meet construction and
subsequent operation and maintenance criteria. Refinement decisions are
based on cost effective assessments of components and other aspects while
maintaining the integrity of the recommended plan. Hydrologic design
analyses should interface with other design elements to meet design
objectives defined above.

b. General Design Memorandum. Post-authorization studies of individual
projects require the submission of a General Design Memorandum which pcovides
an overall technical project perspective. The GDM is primarily a functional
design document concerned with technical design of the system components
selected in the Survey study. There may be individual feature design
memoranda in certain circumstances.

¢. Feature Design Memorandum. The Feature Design Memorandum, after
approval, is the basis of preparation or plans and specifications of an
authorized project. For complex projects, the results of the design studies
of individual features of a project are prepared in separate feature design
memoranda. These are scheduled so that the preparation of contract plans and
specifications for individual features, which depend on prior approval of
other feature design memoranda, will not be delayed.
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CHAPTER 3

HYDROLOGIC STUDY STRATEGY

3-1. General. This chapter describes a general strategy for performing the
hydrologic analysis associated with planning and design investigations of
interior areas. Study strategy is defined as the study procedures,
assumptions, and related activities commensurate with the study process
described in Chapter 2. Hydrologic study procedures are presented within
this framework for feasibility and design (GDM and FDM) investigations.

3-2. Minimum Facility Concepts.

a. The hydrologic study strategy is formulated on the premise that
interior facilities (that will be a component of the recommended plan) will
be planned and evaluated separately (incrementally) from the
line-of-protection project. The major project feature (levee/floodwall) is
conceptually divided from the planned interior facilities by initially
evaluating a "minimum" interior facility considered integral to the
line-of-protection. If a levee/floodwall is in existence, the "minimum"
interior facility is that presently in place, and no special efforts are
required to establish the separation. If a levee is being proposed
(planned), the "minimum” facility must be formulated and the evaluation of
the line-of-protection benefits performed with the facility in place. The
residual interior flooding problem is the target of the interior facility
planning efforts, and benefits attributable to the increased interior
facilities will be the reduction in the residual damage. See Section 6-4 for
a more complete discussion of the conceptual separation and determination of
damage reduction benefits attributable to the levee, floodwall and additional
interior facilities.

b. The "minimum” facilities are intended to be the starting point from
which additional interior facilities planning will commence. The suggested
criteria for determining the “minimum” facility presented is intended to
yield facilities that can be quickly and easily determined. The facilities
will, except in rare cases, be found inadequate upon further interior
facility planning; thus increased facilities will be formulated, evaluated,
and included as a component of the recommended line-of-protection plan that
is an incrementally justified component of the overall flood control
project. It is expected that the interior facilities included in the final
plan will provide interior area flood relief for residual flooding.

¢. The minimum facility should provide interior flood relief such that
during low exterior stages (gravity conditions) the local storm drainage
system functions essentially as it did without a levee in place for floods up
to that of the storm sewer design. If a local storm drainage system is in
existence, then the minimum facility should pass the local system design
event with essentially no increase in interior flooding. 1If no local system
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presently exists, but future plans include a storm drainage system}bit is
reasonable to proceed as if it exists and its design capacity is consistent
with local design practices.

d. Minimum interior facilities will most often consist of natural
detention storage and gravity outlets sized to meet the local drainage
system. However, they may include other features, such as, collector drains,
excavated detention storage, and pumping plants if they are more cost
effective.

e. Special case situations may arise in which the "minimum” interior
facility concept is simply not applicable. Examples may include coastal
areas where a significant portion of the interior water comes from wave
splash over the line-of-protection; alternatives for interior flooding that
substantially reduce the volume of water arriving at the line-of-protection,
such as diversions or line-of-protection re-alignment; and line-of-protection
projects in which the interior facility is a significant element in the
overall project or whera the interior measures are integral to the project in
such a manner that separation is impractical. 1In the above and other similar
situations that may arise during an interior study, the analyst is encouraged
to adhere to the concept of separable evaluation and justification as much as
practically possible to ensure careful analysis of interior solutions. Where
completely impractical, the reason should be documented and the analysis
proceed in a logical, systematic manner considering the line-of-protection
works and interior facilities as a unit.

3-3. Qverview of Hydrologic Study Strategy.

a. Hydrologic analyses of interior areas must address the coincident
nature of flooding at the line-of-protection for existing and future "with"
and "without” conditions.

b. Development of the hydrologic engineering study strategy is an
important first step in producing quality technical results needed. Figure
3.1 is a schematic of steps that can assist in formulating the hydrologic
study. Table 3.1 summarizes hydrologic study detail for planning and design
studies.

¢. Study resources include manpower, schedules, and funding allocations
for the various participants in the study. Resource allocation should be a
coordinated effort among the study manager and representatives of the various
elements. Under some circumstances, adjustments in scope of the hydrologic
aspects of the study to meet resource allocations may be accomplished by
reducing the number of altermatives investigated or by modifying the of
analysis procedures. Appropriate detail and scope must be maintained,
however, to meet required guidelines, regulations, and study procedures.
Compromises between the study coordinator and the participant in resource
allocations requirements may be required to meet these objectives.
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Table 3.1
Hydrologic Analysis Process*
Level of Detail Guidelines

Iype of Study
I. Feasibility

A. Preliminary

B. Pormulation Process

C. Evaluation/Plan Selection

II. Reformulation (when required)

III. General Design Memorandum (GDM)

IV. Feature Design Memorandum (FDM)

V. Operations Manual

Commants

A. Rough hydrology, simplified
procedures, judgements, and information
from previous studies.

B. Pinal existing and future without
condition hydrology. Continuously
enhanced detail for each iteration of
analysis of alternatives.

C. Pinal hydrology for plan selection,
Justification, and impact assesswents;
i.s., discharge frequency functions,
performance criteria, definition of
operation and maintenance procedures,
and legal and institutional
requirements.

Use feasibility hydrology unless
conditions change. 1If conditions
change, proceed as described above for
feasibility studies.

Final design level (cost effective
analysis) for pumping stations,
interior channels, gravity outlets,
ponding areas and other measures based
on the component sizes, configuration,
and performance criteria established in
Part II. Provide detailed 0&M, legal,
and institutional requirements.

Refinements to GDM design for major
plan features, such as pump stations.
Refine operation of plan, etc.

Describe in detailed operations manual
hardware (streamgages, raingages, etc.,
necessary to operate the selected plan).

*Process is ideally conceived to proceed from I to V as shown.

3-4
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3-4. Strategies for Planning Studies.

a. Hydrologic Study Strategies. Hydrologic study strategies presented
for planning studies are procedures and actions directly applicable to the

Corps planning process.

b. Existing Without Condition System Layout. Existing without

conditions system layouts.are based on criteria and requirements defined in
pParagraph 2-3c. Specific criteria and considerations in laying out the study
area are:

(1) The system is assumed to be in place and operating as planned, if
the line-of-protection (levee, floodwall, seawall) is presently in place or
authorized for construction.

(2) If the line-of-protection is not presently in place, its feasibility
and specification will be determined based on appropriate formulation and
evaluation procedures. The feasibility study will include plans of alignment
of the line-of-protection which minimize the contributing runoff area to the
interior. This requires special attention to tie back levees, diversions,
and use of pressure conduits (Reference 4).

(3) If, as in the above paragraph 3-4b(2), the line-of-protection is not
in place, a minimum facility (described in paragraph 3-1) will be formulated
and considered as part of the line-of-protection system.

c. Existing Without Condition Assessments. Hydrologic analyses of

existing without conditions will be performed to develop the basis for which
the interior facilities will be planned. The analyses provide flood hazard
information (frequency, magnitude, elevations, velocities) which are
integrated into assessments of other study elements (i.e., flood damage,
cost, social and environmental). Hydrologic analyses include development of
data for estimating elevation-frequency functions (discharge or storage
based) at desire locations throughout the system. The general hydrologic
strategy for analyzing existing without conditions is:

(1) Assess available information.

(2) Perform field reconnaissance of the area: conduct interviews,
survey data needs, gather historic event information, determine physical and
operational characteristics of aexisting components.

(3) Assess analytical criteria for performing the study; i.e., layout
for line-of-protection and existing condition components; determine subbasin
and damage reach delineation and existing land use patterns.

(4) Analyze exterior stage conditions at existing or potential outlets
of interior facilities.
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(S) Develop rainfall-runoff analysis parameters for the interior areas
as appropriate. Parameters include data for rainfall, loss rates, runoff
transforms (unit hydrograph, or kinematic wave), and routing criteria. See
EM 1110-2-1408 (Reference 3), EM 1110-2-1405 (Reference 2), and HEC Training
Document No.l1l5 (Reference 12).

(6) Pormulate and evaluate the minimum interior facility described in
paragraph 13-1b.

(7) Generate hydrographs for the interior system by rainfall-cunoff
analyses, combine flows, and perform channel and storage routings as required
throughout the system. The coincident flood routings (interior and exterior
stage considerations) through the line-of-protection at existing gravity or
pressure outlet and pumping station location may be performed separately or
in conjunction with the other system analysis. Seepage contributions should
be included if pertinent.

(8) Develop elevation (discharge or storage based) frequency functions
or event parameters (historic record analysis) at selected damage reaches and
other locationms.

d. Future Condition Assessments. Future without analyses repeat the
hydrologic strategy and procedures defined under existing without conditions
for the most likely future conditions as defined in paragraph 2-3¢(2). This
includes both land use and conveyance system changes. Other future
alternative land use conditions may be assessed if desired or necessary.
Future land use development patterns and other actions may affect hydrologic
loss rates, runoff transforms and possibly natural storage and conveyance
areas. These effects, including assumptions of encroachment, sediment, and
maintenance requirements to maintain the functional integrity of the proposed
project, must be determined and documented. Analyses of future with and
without project conditions are normally developed and presented at decade
intervals throughout the life of the proposed project (Reference 8).

e. Formulation and Evaluation. Hydrologic analyses of flood loss
reduction actions and measures are performed for several combinations of
measures (plans), operation plans, and performance targets following the
broad approach outlined in Chapter 2. The initial evaluation should assess
the potential for improved operation of the existing system. If improved
operation procedures are found to be attractive for the present system they
should be detailed and incorporated as part of the existing system. The
typical sequence of the feasibility analysis is to evaluate increased gravity
outlet capacity initially, ponding second, pumping stations third,
interceptor systems fourth, and then other measures. A description of these
measures is presented in detail in Chapter S.

f. Other Study Considerations. There are several important subproblems
that must be resoived by the hydrologic engineer in the formulation and
evaluation of proposed interior systems. Among these are such items as

3-6
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exterior elevations for gravity outlet gate closure and pump on and off
elevations. If they can be determined by independent analysis ‘involving only
of hydrologic factors and the results do not significantly affect plans that
are formulated and evaluated, then the hydrologic engineer should solve

them. If they interact in important ways with the measures being formulated,
thess technical subproblems should be incorporated into the planning process
that congiders costs, benefits, and impacts of measuraeas. It is often useful
to examine the sensitivity of the performance of the planned interior
facilities to variations in such factors.

(1) The basic concept as discussed briefly in paragraph 2-3f is that the
recommended plan will emerge from the planning process considering the full
range of concerns and planning objectives. Costs and benefits will dominate,
but other social, environmental, and functional performance issues are
important.

(2) The performance of the intarior facilities over the full range of
anticipated interior events, including those that exceed the design level,
are particularly. important. What happens when design is exceeded? Do excess
waters rise siowly or rapidly? What is the warning time for evacuation? Can
interior area occupants get into and out of the area as needed? What are the
provisions for emergency services (police, fire protection, medical service)
and other life support requirements (food, water, shelter, and power)? Will
the formulated facilities continue to function as planned under conditions
that may prevail during the occurrence of a full range of possible interior
storm events up to the magnitude of the Standard Project Storm. The
hydrologic engineer should participate in the decision process in these and
similar items for which his technical expertise is particularly helpful.

3-5. Strategies for Design Studies.

a. The General Design Memorandum (GDM) and Feature Design Memorandum
(FDM) studies detail the selected plan specified at the conclusion of the
planning process. The type of components, configuration of the system, and
performance standards are specified as part of the plan. The design study
objective is to provide refinement detail sufficient to meet construction and
subsequent operation and maintenance criteria. Another major objective is to
pecrform cost effective assessments of the refinements and components while
maintaining the integrity of the recommended plan. Hydrologic design
analyses should interface with other design =lements to achieve those:
objectives. This should include hydrauiic design elements of the recommended
plan such as the size, invert elevations, and development of rating curves
for gravity outlets, pumping station sump dimensions, and water surface
profiles and flow velocities associated With proposed runoff conveyance
system (Reference 2).

b. Selected hydrologic design considerations are described below. The
items vary with each study.

(1) Pump station requirements include: Pump start and stop elevations;
selection of desired pump floor elevation and determination of the need for
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flood proofing above the floocr elevation; the extent of automation of the
pump station operations to be commensurate with the extent of advance warning

time.

(2) River data and criteria commensurate with gravity outlet
capabilities including selection of final gravity outlet gate closure
eslevations and the need for a manual or automated system of opening gravity
outlets when interior pond stages exceed river stages.

(3) Detention storage requirements include: storage allocation for
sediment, final interior stage frequency curves, duration and depth data to
determine potential hazards associated with ponding, and the real estate
requirements (permanent right-of-way and/or flowage easemants).

(4) Other hydrologic evaluations include: final assessment of impacts
from interior runoff events which produce interior stages exceeding selected
pond right-of-way, pump station fioor elevations, and other axisting
development eslevations, including the impacts from the standard project
storm; and the determination of cofferdam levels for the construction of the
‘interior flood control features (may include the development of seasonal
stage frequency curves for anticipated construction schedules). Seepage can
be a major consideration where external river stages remain high for
prolonged periods.

(S) The actions required to operate and maintain the proposed system
must be described in detail. These include flood warnming-emergency
preparedness components and actions. The operations and maintenance
requirements should be described by flood stage or elevation.

3-8
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CHAPTER 4

HYDROLOGIC AMALYSIS PROCEDURES

4-1. General.

Four hydrologic analysis procedures (and vacriations) are discussed
herein and are classified as: (1) continuous record analysis methods, or (2)
coincident frequency methods.

4-2. Basic Concepts.

a. The occurrence of fluctuating water levels both exterior and
interior to the line-of-protection is the aspect that makes interior area
analysis unique. Several terms are used to communicate information about the
nature of these occurrences and they represent important basic concepts. If
the exterior and interior occurrences are such that a consistent relationship
exists one to the other (to some degree, one can be predicted from the
other), the interior and exterior events are said to be correlated. 1If the
physical and meteorologic processes of the interior and exterior events are
related to one another, they are said to be dependent. If the situation
occurs that the interior and exterior events produce stages that coincide,
e.g., the exterior is high when an interior event occurs, then coincidence is
said to occur. Coincidence can exist whether or not the interior and
exterior occurrences are correlated or dependent.

b. At one extreme it is possible, though not likely, that there will be
complete non-coincidence, i.e., the two occurrences will never coincide and
thus interior and exterior water levels will never be high or low at the same
time. The interior analysis could be performed without consideration of
exterior conditions, thus greatly simplifying the problem. The occurrences
could be correlated and dependent/or independent, but it would not be
important to the analysis approach.

¢. At the other extreme, it is possible, and somewhat more likely, that
there will be complete coincidence, e.g., the two occurrences will always
coincide so that high exterior levels are always present in the case of the
occurrence of an interior event. The interior analysis can proceed without
exterior analysis (by assuming blocked gravity outlets), since the conditions
that exist for interior events are completely known. The occurrences would
likely be correlated, although not necessarily dependent, but it would not be
important to the analysis approach.

d. The situation for a given study will most likely lie between these
two extremes. Analysis to determine the degree of correlation may help
determine the likelihood of coincidence or independence but are not
sufficient of themselves. Correlation studies are most useful for developing
(if needed) a predictive capability. Formal study to determine the degree of
independence is not possible at the present time, as it represents an
unsolved technical problem area. To some degree, lack of correlation can

4-1
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suggest independence but is not sufficient of itself. More likely, the
degree of dependence is determined based on inspection of the available
record and judgements with regard to the meteorologic and physiographic
origins of the interior and exterior events. It is important that the
context be carefully defined; the fact that storms occur only in the winter
(spring, etc.) is not an adequate basis for declaring that the occurrences
are dependent. The critical focus must be on the aspects of the occurrences
as they relate to possible coincidence, since this is the critical item with
respect to analysis. The validity of the assumpticns necessary for
application of the coincident frequency method is controlled by whether or
not independence is the case.

e. Inspection of the historiec record is fundamental to determining
important factors of correlation, independence, and coincidence.
Establishing bounds on the consequences of decisions regarding these factors
is an important analytic approach. It is generally heipful to analyze the
two extremes of assuming complete and non-existent coincidence. Also, by
determining the relative consequences of the assumption of independence,
judgements regarding its importance to the study can be made. Within the
framework of this information, the approach that will yield supportable
conclusions will become more evident. Table 4.1 summarizes hydrologic
analysis considerations for various levels of coincidence and dependency of
interior and exterior conditious.

Table 4.1

Assessment of Coincidence
(Reference Paragraph 4-02)

AMALYSIS CONSIDERATIONS
(—— pe— . . . R .
(HIGH) (HIGH) @~ Hurricanes, large regional events; Blocked gravity outlet conditions are
interior and exterior areas of comon. Conventional hypothetical
L_similar magnitude. frequency analyses often appropriate
for urban areas.

(LOW) Storm season of wmall interior area Continuous record analysis methods or
Season coincides with snowme!t probabilistic approaches generaily
runoff of large basin. required. Gravity outlet is aften

blocked during critical interior events.

‘ (HIGH) Mhis range of coincidence is most Continuous record analysis or probabilistic
comon. Relatively high liketihood methods generaily required. Gravity outlets
of interior and exterior events may be blacked auring critical interior

: (LOW) occurring <imuitanecusly. events.

— ) ) _

(HIGH) ‘-'I—T_i:inq of interior and exterior Considerable study may be required to
svents s such that they rarely identify this condition and to assume its
coincide. May be affected by existence in the physical process.
operation of upstream project. Coincident hydrology generally appropriate.

v
(LOw) (LOW) Rare condition. Interior flooding Coincident interior analysis is not

rarely if ever coincides with high
exterior stages. Studies generally

limited to gravity outlet assessments.

a-2

necessary.
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4-3 Procedure Overview.

a. General. Two basic hydrologic procedures for analyzing with and
without interior project conditions are presented. These approaches arce
continuous record analysis methods, and coincident frequency methods.

b. Continuous Record Analysis Methods. Continuous record procedures

can be subcategorized as:
(1) period-of-record (historic),
(2) discrete events of historic record, and
(3) stochastically generated continuous records.

Analysis of multiple discrete events are included as a continuous analysis
method since events relating to coincident flooding of local runoff and river
stages are identified from historic record of river stages, interior stages,
and rainfall. Each of the three techniques may be usad to develop hydrologic
data of coincident flooding adjacent to the line-of-protection. Paragraphs
4-5, 4-6, and A-7 describe the basic elements of the procedures.

¢. Coincident Frequency Methods. Coincident frequency methods vary
significantly in detail and procedures. The technique described herein
develops a weighted frequency relationship from probabilities of exterior and
coincident interior stage conditions. Section 4-8 describes the procedure in
detail.

4-4. Hydrologic Data Requirements.

a. General. Hydrologic data required for analysis of interior areas
include: topography, exterior stage data, historic rainfall records, runoff
parameters, and seepage data. Physical characteristics and operation
procedures for the without condition must also be determined.

b. Topography. Topographic data are required to define watershed and
subbasin boundaries, runoff parameters (slopes, stream lengths), and
estimation of elevation-area-storage relationships for natural detention
areas. The availability of good topographic data as early in the study as
possible is recommended.

c. Exterior Stage Data. Exterior stage data are required primarily at
gravity and pumping station outlet locations. Sacondary gravity outlet data
may be aggregated (combined rating curves) to primary outlet locations, or
ignored if the discharge capacity is insignificant relative to the primary
outlets.

d. Rainfall Data. Rainfall data are required for interior and possibly
for exterior areas analyses. The data should be basin average values for the
study area, with weighted rainfall values determined where more than one rain
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gage is located within or near the watershed. If no rainfall gage -exists in
the basin, records from nearby rain gages will be used in the analysis.

e. Runoff Parameters. Hydrologic parameters affecting runoff are
required for logss rates, runoff transforms, and base flow. Loss rate
parameters may be initially estimated by using values from previous studies,
or derived through analysis of measured rainfall and runoff volumes at
gages. Loss rates are generally based on the land use antecedent soil
moisture condition, and physical basin characteristics. 1Initial values for
unit hydrograph and other runoff transform parameters may be estimated from
land use and physical basin characteristics using published values or
regression equations. The importance of volume rather than peak discharge in
many studies permit use of simplified runoff methods to be employed with
acceptable results. Calibration studies of assumptions, and verification of
results to high water marks and frequency information must be performed as
needed.

f. Physical and Operational Characteristics of Existing Measures.

Information on physical and operational characteristics of existing flood
loss reduction measures are normally required. Gravity outlet locatioms,
capacity , and operation procedures are needed to enable simulation analysis
to reproduce the historic record.

g. Other Data. Data on ponding areas, collection systems, and any
hydraulic control effecting water movement are also often necessary.

4-5. Period-of-Record Methods.

a. General. Period-of-record methods involve analysis of continuous
historic records of hydrologic events. Analyses are performed for with and
without conditions. The procedure consists of performing sequential
hydrologic simulation of inflow, outflow, and change in stocvage to derive
interior water surface elevations given exterior stages and intecior runoff
for the entire period-of-record.

b. Overview.

(1) An overview of the period-of-record methodology is depicted in
Figure 4.1. Historic precipitation data typically are applied to subbasin
loss rate, runoff transforms, and base flow parameters to yield cunoff
hydrographs at subbasin outlets. Hydrographs are combined and routed through
the system (as appropriate) to gravity outlets and pumping stations to yield
period-of-record inflows at the line-of-protection. These data are used with
period-of-record exterior stage data to simulate the expected operation of
the system. The results are period-of-record stage hydrographs at desired
locations throughout the interioc system. For urban areas, elevation-
Erequency functions are often derived for economic analyses. In agricultural
crop areas, the stage hydrographs (stages and duration by season) are
typically used to calculate crop damage directly.

(2) The period-of-record procedure is attractive because it preserves
the seasonality, persistence, and dependence or independence of
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FIGURE 4.1 Continuous Record Simulation: Period-of-Record Concepts

exterior (river) stages and interior flooding. The method enables the
performance of the project to be displayed in a manner easily understood by
the other study participants and the public. The procedure is particularly
useful for evaluating crop damage of single subbasin watersheds (ponding
adjacent to line-of-protection) in agricultural areas. System operational and
maintenance costs may be calculated directly. The methods are generally
tedious to apply because of the large amount of hydrologic data analyzed.

(3) Major considerations in application of the period-of-record
procedures are the potential for the historic record being unrepresentative
(records are usually short), and that the procedure requires significant
information needs and extensive calibration. A short and unrepresentative
historic record may yield inappropriate size and mix of measures and operation
specifications of the system. The extensive data needs and model calibration
requirements often result in a period-of-record analysis that is an unduly
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simplistic rainfall-crunoff analysis for single subbasins adjacent to the
line-of protection. The level of detail is often adequate for agricultural
areas, but may not be for the runoff-routing analyses required of complex
urban areas. -

(4) A variation of the period-of-record method is to analyze only those
events from the historic record that are relevant to the interior analysis,
thus reducing the number of specific events to be evaluated.

¢. Hydrologic Analysis Procedures. The sequence of analytical

procedures varys with individual studies and variations in period-of-record
analysis methods. Figure 4.2 illustrates period-of-record concepts. A
typical study sequence is provided below.

(1) Watershed and subbasin boundaries are delineated and damage reach
index iocations selected where hydroiogic data are developed Ivr flood damage
analysis.

(2) Interior runoff for the period-of-record is developed using historic
rainfall and adopted loss rates and runoff transforms by subbasins, and then
combined and routed throughout the system.

(3) Other contributing interior flows such as seepage, wave overtopping,
and overflow from adjacent areas are determined for use in the analysis.

(4) Interior inflow is routed through the system including the gravity
outlets, pumping stations, and detention basins, adjacent to
line-of-protection.

(S) The analysis model is calibrated based on initial results.
Calibration may include: generation of period-of-record flows, volumes, and
stages at gages; and calibration to historic high water marks, damage data,
and frequency of overtopping roads and bridges. Adjustments may be made to
loss rate and runoff transform parameters, seepage functions, antecedent
moisture accounting techniques, and operation procedural assumptions.

(6) Develop elevation-frequency relationships; dutration of flooding, and
other pertinent hydrologic information at locations of interest for the
existing without conditions.

(7) Repeat steps 2, 3, 4, and 6 for future without conditions and future
with conditions for each to the proposed alternative plans.

4-6. Multiple Discrete Event Method.

a. The multiple discrete event procedure is based on development of
interior stage-frequency functions for areas affected by coincident flooding.
The procedure generates a composite stage-frequency function from analysis of
two conditions. The first involves analysis of selected (high stage) exterior
events of historic record that have an effect on interior flooding when
intecior rainfall occurs coincidently. The second condition involves analyses
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of low exterior stages associated with interior flood analysis generated by
either coincident historic rainfall or hypothetical frequency storm events.
For the second condition, historic rainfall is commonly used in agricultural
areas and hypothetical frequency rainfall for analysis of urban areas. The
result is a stage-frsquency function for each of the two conditions. They are
then combined into a composite function by the application of the joint

probability theorem. Figure 4.3 conceptualizes the analysis process.
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FIGURE 4.3 Continuous Record Simulation: Discrete Events
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b. The multiple discrete event method is similar to the period-of-record
procedure in that the concepts of coincident flood simulation are easy to
understand and antecedent moisture conditions are accountable. Both methods
may be influenced by short and unrepresentative historic records. The two
procedures are different in that the discrete event analysis evaluates fewer
events, uses fewer parameters, and generally is more applicable for complex
hydrologic systems. Combining probability functions is a distinct departure
as well. The discrete event method may miss events that impact on the
results, and does result in a less automated process of analysis than the
period-of-record.

c. Hydrologic Analysis Procedures.

(1). The hydrologic procedures typically applied to perform multiple
discrete analyses of intecior areas are shown in Figure 4.4.

(2) The historic record of extarior stages is reviewed to determine the
events which may have an impact on interior flooding. Dividing the record by
season may be an important consideration. Unless seepage or overflow from
adjacent areas or wave overtopping are significant problems, events must occur
coincidently with interior events that result in damage when the gravity
outlets are closed. The event definition should identify dates, be of
sufficient length to determine duration and seasonal effects on the damage
potential, and assess antecedent moisture conditiomns.

(3) Rainfall-runoff and interior routing procedures for blocked gravity
outlet conditions are similar to those descridbed for period-of-record, except
evaluations are performed for single historic events. Historiec rainfall data
must be coincident with the exterior events selected for the analysis.
Rainfall excess is applied to runoff transforms and routed to produce
hydrographs throughout the interior system. Saepage and other inflow
functions are developed. Total hydrographs are subsequently routed through
existing gravity outlets and pumping stations. The gravity outlets are
blocked until a positive differential head exists between the interior and
exterior. '

(4) Stage-frequency functions are developed for gravity conditions (see
paragraph 1-2). The events are normally ranked in decreasing order and plotting
positions established based on the historic record or hypothetical events as
appropriate. The order assignments of the individual events may change with
location in the system and adjustments to hydrographs resulting from physical
works.

(5) Analysis of gravity conditions normally use hypothetical frequency
storm and crunoff analyses for urban areas and histocic events for agricultural
crop damage assessments. If historic events are used, maximum intensity
rainfall is selected from continuous records for the period coincident with
low exterior stage or unblocked gravity outlet conditions.

(6) Rainfall-cunoff analyses are performed for the events and

stage-frequency functions developed for desired locations. Events are routed
through the line-of-protection assuming low exterior stage conditions.

4-9
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Elevation-frequency relationships are developed at desired locations. 1If
hypothetical frequency storms are used, the frequency functions are developed
directly from the recucrrence functions. For historic storms, the events are
ranked and plotting positions assigned.

(7) The joint probability theorem is used to combine the frequency
functions for blocked and unblocked gravity outlet conditions. For annual
series, for a given stage (or flow) total probability is equal to the sum of
the probability at that stage (or flow) for each relationship minus the
product of their individual probabilities (to subtract probability of events
occuring in the same year). PFor partial series (with multiple events in a
year assumed to cause damage) the total probability is the sum of the two
(blocked and unblocked) probability relationships.

4-7. Stochastic Simulation Procedure.

a. Conceptually, the technique of stochastic hydrology provides the
means for overcoming the limitations of analysis of historical events.
Stochastic hydrology techniques can provide sequences of statistically-likely
hydrologic events, including combinations of interior and exterior events that
may be rarer than any yet observed. 1f a number of such sequences can be used
for the required analyses, the operation policies or design should be more
resilient than those biased towards control of a specific design event. Even
when 3 specific design event or historical sequence is employed, analysis of
system response to the synthetic sequences can demonstrate the sensitivity of
design or operation policies to the flow sequence. '

b. Practical, tested stochastic hydrology procedures have not been
widely used for analyses required for interior flood control studies. A
number of synthetic streamflow generation models are in use that generate
sequences of monthly, seasonal, or annual flows. However, the primary need
for interior drainage studies is for sequences of daily or hourly flows.
Operational models that generate such sequences are not now readily
available. Generation of synthetic precipitation events analyzed with a
rainfall-runoff model to develop the required sequences is an alternative
approach; and, operational tools to accomplish this have been tested in an
_experimental mode. Ongoing research may ultimately provide practical
stochastic simulation methods. Analysts should be alert to opportunities to
apply such technology as it becomes more accepted and applicable for
continuous record type of analyses. Figure 4.5 presents a conceptualization
of applications of stochastic simulation procedures.

4-8. Coincident Frequency Methods.

a. Overview. Coincident frequency is one of several probabilistic
methods that can be used to perform interior area analysis. Coincident
frequency methods for performing hydrologic analyses of interior areas
normally apply the total probability theorem to generate stage-frequency
functions for intecior areas affected by coincident interior and exterior
flooding. The procedure is directly applicable to areas where occurtrence of
the exterior and interior events are independent. These areas often include



EM 1110-2-1413

15 Jan 87
EXTERIOR CONDITIONS INTERIOR CONDITIONS
| .
-
R e e
g'T'RFU:?t;ﬂ:?: e
OBSERVED GENERATED <
RECORD . = RECORD «
} { et '_T-_—"
! OBSERVED GENERATED
RECORD RECORD
W
(-]
[ ¢
A A = A
..‘~J '-~_,——~J\" -~ IS et ~ N -J’\~
v A T v T 1 T T T
1950 1980 t=g =50 {=n 1960 1980 t=0 t=s0 t=n
-
—Z

PY

DAGRAVITY OUTLET |
=N />

\_—/’
1 SEEPAGE

FIGURE 4.5 Continuous Record Simulation: Stochastic Concepts

relatively small interior areas located along large rivers, lakes, or coast
lines. Variations in the procedures presented may be used to perform similar
assessments of dependent interior and exterior event occurrences based on
pacrticular study conditions and data availability. Figure 4.6 depicts the

general concepts.

b. Computation Method.

(1) The coincident frequency approach utilizes a series of hypothetical
single event hydrographs for the interior analysis and stage-duration (stage
versus percent of time exceeded) for exterior stages. The methods are applied
for detention storage levels adjacent to the line-of-protection. Basic steps
in the approach are defined below and depicted in Figure 4.7.
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Step 1. A stage-duration function is developed for exterior stages and
divided into appropriate segments. The middle value of each segment is
takenas an index river stage. The segment interval, P(By), for the duration
represents the probability of the interval. The sum of the probabilities must
equal 1, i.e., ] P(B;j) = 1.

Step 2. A series of hypothetical frequency events are analyzed for each of
the exterior tailwater conditions. A stage-frequency (P(A/Bj) functiom is
developed for each exterior tailwater condition.

Step 3. The coincident detention elevation (at the outlet) vs. exceedence

probability functions are developed from the conditional probability curves
using the total probability theorem, where:
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FICURE 4.7 Coincident Frequency Procedures
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P(A) = § (P(A/Bi) x P(By))
i=l
where: P(A) = probability of exceeding a given interior ponding elaevation

P(By) a probability river is at the specific stage interval (i),
where i assumes full range of values which have affect on
pond elavation. ,

P(A/Bj) = probability of exceeding a given pond elevation if the
river stage is at the stage interval described in step 1.

Step 4. Steps 2 and 3 are repeated for each alternative of gravity outlet and
pumping stations analyzed.

(2) The coincident frequency methods typically require less data than
continuous record techniques. 1In general, the procedure is easier to apply
and calibrate for urban interior analyses than methods involving continuous
record simulation. Use of hypothetical frequency hydrographs (peak, volume,
and all durations are statistically consistent with the percent chance
exceedance assignment of the event) reduces the chance for nonrepresentative
results that might occur from procedures using historic records. Seasonal
analyses aspects for agricultural or other such analyses may be performed by
generating and weighting the information by seasons and weighting
appropriately to obtain annual values. However, in practice, these procedures
have not been fully developed and are less direct than from continuous record
simulation methods.

(3) The coincident frequency concepts for analyzing interior areas are
more difficult to explain (in lay terms) and understand than period-of-record
concepts. The assumption of independence of events may not be valid. Also,
the method does not provide direct means for estimating operational costs and
impacts of damage resulting from timing and duration of flooding that, for
example, might be important in evaluating agricultural crop damage.

¢. Analysis Procedures.

(1) Overview. The analytical procedures using the coincident frequency
methods vary with individual studies. Figure 4.8 illustrates the general
analysis process.

(2) Delineation of Area. Delineate watershed subbasin boundaries and
establish damage reach index locations where hydrologic data (discharge or
elevation-frequency functions) are required.

(3) Exterior Stage Data. Develop stage-duration (percent of time stage
is exceeded) relationships at primary outlet locations. The relationships are
typically developed using historic gaged data. The data are often transferred
from a nearby gage. Adjustments may be needed if exterior stage differences
between the gage location and study location are significant.

(4) Rainfall-Runoff Analysis. Rainfall-runoff analysis of the interior
area is performed to generate stage-frequency relationships at
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FIGURE 4.8 Coincident Frequency Analysis Schematic
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desired locations. Hypothetical frequency storms are developed and applied
to loss rate functions to obtain rainfall excess. The excess is applied to
runoff transforms to produce runoff hydrographs which are subsequently
combined and routed throughout the system. The results may be calibrated to
observed events, flood damage information, or other items such as frequency
of overtopping of roads and bridges.

(5) Stage-Frequency Functions. Stage-frequency functions are developed
conventionally at interior locations not affected by the coincident interior
flooding. For areas affected by coincident flooding (adjacent to the
line-of -protection), the coincident frequency weighting method as previously
defined and depicted in Figures 4.6 and 4.7 is applied to generate the
stage-frequency relationship.

(6) Iteration of Alternative Plans. Repeat steps (4) and (5) for future
without conditions and for each of the alternative plans. The results, along
with the existing without conditions, are interfaced with evaluations
performed by other study elements.

4-9. Procedure Selection.

a. The selection of procedures for hydrologic analyses of interior
flooding is dependent upon the relationship of several factors, such as the
nature of the study, characteristics of the study area, local institutional
policies and practices, and experience of the analyst.

(1) Several of these factors are interrelated in that there is generally
a relationship between the type of study and complexity of the physical
system. Items of institutional policies and profassional staff experience
are often the overriding factors. It is also important to acknowledge that
the several methods may be applied with varying amounts and accuracy of data
so that it is possible to tailor the procedures to the stage of an
investigation.

(2) Studies that seek general feature answers (e.g., early stages of
Survey feasibility studies) for simple systems without complex coincident
flooding may use conventional event analysis approaches. As the complexity
of the coincidental aspects increased, the methods generally described herein
become important. Where coincident events are clearly independent and the
system is simple, the coincident frequency method is likely to be acceptable
and more efficient for early to mid-stage planning investigations. Where
coincident events are found to be less than completely independent, the
continuous record simulation methods of period-of-record and discrete event
analysis are generally acceptable methods. The multiple discrete events
mathod is normally more adaptable to complex interior physical systems than
is the commonly applied period-of-record. Although presently untested in
interior analysis settings, the stochastic class of methods provides an
opportunity to analyze simple systems where the historic record is short
and/or there is need to evaluate operational strategies for several
alternative hydrologic sequences other than those observed. As studies
progress to design level detail, period-of-record procedures (for the
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simpler systems) and multiple discrete events for the more complex systems are
likely to be found as the appropriate methods. -

b. The selection of a strategy for the hydrologic analysis that is
efficent and adaptable to the several stages of a specific study is an
important step toward obtaining viable results for the study. Due to the
uniqueness of sach study, the strategy should be custom designed, using
analytical methods that are applicable to the study condition, the data, and
the flood loss reduction measure assessment requirements.
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CHAPTER 5

FLOOD LOSS REDUCTION MEASURES

S5=1. General.

a. A bdbroad range of potential flood loss reduction measures and
performance standards should be addressed in planning investigations. These
measures may be structural or nonstructural.

b. This chapter defines a broad array of measures for reducing flood
related losses in interior areas. Emphasis is on the applicability of each
measure as it relates to interior areas. Hydrologic analysis aspects of the
measures ace also presented. The measures have been classified for discussion
purposes into:

(1) physical measures at line-of-protection,
(2) physical measures remote from line-of-protection, and
(3) nonstructural measures.

Physical measures at the line-of-protection include the main levee or wall
(line-of-protection), gravity and pressure outlets; interceptor sewers,
detention storage, and pumping facilities. Physical measures remote from the
line-of-protection include diversions, channels, reservoirs (detention or
retention basin), and interior levees or walls. Nonstructural measures
include permenent measures for existing structures, measures to manage future
development, and flood warming-emergency preparedness actioas.

5-2. Physical Measures at Line-of-Protection.

a. Main Levees or Flood Walls. These measures comprise the
line-of -protection that prevent direct flooding from rivers, lakes, or tidal
waters. Implementation of these barriers creates the interior area by
intercepting interior runoff and seepage at the line-of-protection.

(1) Major alignment considerations of the line-of-protection should be:

(a) minimization of the interior area contributing to runoff with proper
locations of tie back levees, use of pressure conduits, and diversions out of
the area;

(b) right-of-way and preservation of natural conveyance and storage areas;
and

(c) minimization of volume of wave overtopping design freeboard of the
line-of-protection so that if it occurs it will take place in a planned manner
(e.g., least damaging, safe location).
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(2) Minimum intecior facility capacity through the line-of protection
shall be provided as defined in paragraph 3-2b.

(3) Flood warning-preparedness plans should be considered as necessary
components to the line-of-protection for urban areas. Associated actions,
described later, may reduce the threat of catastrophic loss of life and
property should failure occur in the line-of-protsection.

b. Gravity Outlets.

(1) Gravity outlets are defined as culverts, conduits, or other openings
(through the line-of-protection) that permit discharge of interior waters
through the line-of-protection. The size of interior detention basins at the
intake of the gravity outlet are based on the economic, environmental, and
social aspects associated with the outfall ditch, gravity conduit, and ponding
area analyzed as a collective system. The size selection must be based on the
functional operation of the outlet for a range of expected events and not on a
single design event.

(2) Where possible, gravity outlets should be located at or near where
the line-of-protection intersects the natural or existing conveyance system or
detention area. It is normally more feasible to provide one large gravity
outlet than several smaller ones. This may require an interceptor system
along the line-of-protection.

(3) Gravity outflow rating functions are normally required to assess the
outlfow conditions of the major outlets. Rating functions should be
developed for primary gravity outlets but may be combined for secondary
outlets. Interior area discharge rating curves for gravity outlets are
determined for a range of low and high tailwater conditions.

(4) Gravity outlet operational criteria are normally determined in the
design level of study. Existing gravity outlet operation criteria should be
obtained from the agency responsible for operating the interior system.
Analysis of modified operation procedures is part of the plan formulation
process. Normal operational criteria will be to release water to attempt to
follow the lowering of the interior stages while maintaining a small positive
head. The lag time between interior and exterior peak stages may be a
critical factor in the operation specificatioms.

(5) Detention storage near the line-of-protection can reduce the capacity
needed for outlets. Conveyance channels must be sized appropriately to assure
that design flows are conveyed to gravity outlets, pumping stations, and/or
detention basins at acceptable elevations. Flood forecasting measures may
facilitate gravity outlet operation.

(6) The specific dimensions, invert elevation, headwalls and tailwalls
and zate configuration of the gravity facility are normally considered to be
determined by hydraulic design studies and are therefore not discussed in
detail in this manual.
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e. Detention Areas Adjacent to Line-of-Protection.

(1) The use of detention areas can significantly reduce the gravity
outlet and pumping station size and costs. A detention basin may also
increase the reliability of the system by providing additional time for
appropriate operation before damaging water levels occur. A detention area
may be natural or excavated sumps, or induced temporary ponding on vacant lots
or areas, and streets and parks. Only a few areas are typically available or
selected, and an interceptor system to collect and convey runoff along the
line-of-protection is generally required.

(2) Topography, existing conveyance patterns, and land use usually govern
the approximate locations of detention areas. Detention areas are normally
located adjacent to the gravity outlet or pumping station, but may be remote
from these facilities, connected by appropriately sized channels.

(3) Implementing nonstructural measures for surrounding structures to
gain incremental storage versus increased capacity of gravity outlet or
pumping facilities may be warranted in urban settings.

(4) Detention basins can be designed to be environmentally attractive and
contribute to community social goals in urban areas when used as parks and
open spaces during periods when not needed for runoff storage.

(5) Management of the functional integrity of the detention basin by
preventing development encroachment and subsequent loss of storage capacity is
eritically important. Local agency agreements should specify requirements for
maintenance of detention basin functional integrity throughout the project
life.

(6) Hydrologic analyses should assess the impact of future development
(volume of runoff) in terms of additional storage requirements of the
detention basin.

4. Pump Stations.

(1) Pumps are designed to lift storm water and other interior flows over
or through the line-of-protection to the exterior river, lake, or coastal
area. Pump stations operate to reduce duration of ponding when flow through
gravity outlets is precluded or impeded by high exterior stages.

Consideration should be given to setting these elevations so that the pumps
may be operated at least once or twice annually for maintenance and testing
purposes. Pumps may be used for storm runoff, ground water and seepage, water
accumulated from overtopping waves, and mixed flows with sanitary sewage.
Implementation of pump stations is generally considered after analysis of
gravity outlets and detention storage, since the initial and continuous
operational, maintenance, and power costs of the stations are commonly
significantly greater than that of other measures. For areas where the
interior and exterior flooding is highly dependent (high likelihood of blocked
drains coincident with interior flooding), pumping may be the only means to
significantly reduce interior flood losses. For areas with independent
interior and exterior flood conditions and where coincident flooding is not
likely, pumping facilities may not be required.

5-3



EM L110-2-1413
15 Jan 87

(2) Pumping station justification is part of the planning process The
feasibility of pumping stations is based on economic and other
considerations. In general, the without pump condition (with gravity outlets
and detention storage implemented) must indicate adverse effects under present
and the most likely future conditions. The implementation of a pumping
station must reduce the adverse effects sufficiently to justify the
construction and operation of the facility. Finally, it must be demonstrated
that the implementation of a pumping station is the most effective means of
reducing the adverse effects.

(3) Pumping stations are normally located adjacent to the line-of
protection. MNormally a larger capacity station is more desirable than several
smaller ones. The station should be aligned in a manner which enables direct
flow patterns into the forebay from the conveyance channel or detention
areas. Gravity outlets may be offset if located near pumping stations where
sufficient direct flow access to both the pump and gravity outlets is
unavailable.

(4) Hydrologic analyses for planning investigations normally provides
hydrologic data to determine the feasibility, location, and total capacity of
the pumping stationms.

(5) Hydrologic analyses performed under design studies typically refine
and detail the hydrologic results developed in the planning investigatioms.
The number and types of pumps are determined to provide the total capacity
developed in the planning study. Pump on-off elevations are specified.
Pumping heads for efficiency and starting assumptions are specified for
various combinations of interior and exterior stage conditions. Hydrologic
analysis of pumping stations at the design level must be closely coordinated
with other engineering design activities.

(6) First or operation floor elevations of pumping stations should be, as
a minimum, at or above ground level to provide convenient access to equipment,
eliminate need for protection against ground water, and to simplify the
ventilation of the operation areas. The consequence of exceeding pump design
stage must be evaluated.

(7) Pumping and gravity outlet effects on exterior stages and operation
of other downstream gravity outlets should be considered in locating, sizing,
and designing the pumping station.

(8) The pumping station capacity in urban areas is generally determined
by the physical performance of the facility and its effect on flood damage
reduction, costs, and environmental and social factors. Station capacities in
rural (agricultural type damage) areas are more commonly based on economic
optimization.

e. Intercepting Sewers or Channels. These conveyance systems
interconnect two or more existing sewers or channels within the
line-of-protection for the purpose of conveying their flows to gravity
outlets, pumping stations, or pressure conduits, for combined discharge
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through the line-of-protection. 1Interceptor systems are designed to minimize
the number of gravity outlets, pumping stations, and pressure. conduits.

£. Pressurs Conduits. Pressure conduits are pipes or closed conduits
designed to convey interior flood waters through the line-of-protection under
internal pressure. The inlet to the pressure conduit must be at a higher
elevation than the river stage against which it functions. Some pressure
conduits may serve as discharge lines for pumping facilities. The use of
pressure conduits reduces the contributing interior runoff area and the
magnitude and volume of flood waters that must be handled by other flood loss
mitigation measures.

5-3. Physical Measures Remote From Line-of-Protection.

a. General. Measures are comprised of traditional structures such as
channeis, diversions, interior levees, and storage reservoirs remote from the
line-of-protection. Their functional capability is therefore essentially the
same as with any other planning oc design investigations involving flood loss
reduction measures. Consequently, only the interrelationship with other
specific interior measures will be emphasized.

b. Channels. Conveyance channels reduce flood losses for damage centers
remote from the line-of-protection and collect and transport runoff and other
interior waters to gravity outlets, pumping stations, and pressure conduits.
Where possible, channels should follow natural drainage and conveyance
routes. When this is not possible, consideration should be given to locating
channels near and parallel to the line-of-protection. Channels may be
required in combinations with detention basins to connect with gravity outlets
or pumping stations, and as exterior connections from the outlet works of
gravity or pressure conduits or pumping stations to the civer, lake, or
ocean. The planning task is to approximately size and locate the channel
system. The design task is to perform final design in terms of size,
location, gradient, and auxilary control features of erosion protection and
grade control.

¢c. Diversions. Diversions are used to transfer all or portions of the
tunoff from one location to another. Diversions may be made to collect flow
for pressure conduits, to transfer flow out of the basin (reduce the
contributing area), and to collect flow from areas to gravity outlets and
pumping stations, thereby emnabling fewer facilities. Diversions may be
designed to permamently alter conveyance systems or to operate only for
discharges above (and below) certain values. Diversions may be uncontrolled
or operated as part of a coordinated system. Diversions may also be used to
bypass flow around damage centers.

d. Remote Detention Areas or Reservoirs. Remote detention basins
(reservoirs) have characteristics similar to those described for detention
basins adjacent to the line-of-protection described in paragraph 5-2c.
Bottomland detention basins may be natural sinks, oxbow lakes, or excavated
sumps, or may be formed by levees. Hillside or bluff basins are ceally
conventional reservoirs. Implementation of the remote basins may regulate
flow to reduce the size of downstream interior flood loss reduction measures.
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Damage reductions at several downstream locations may be achieved, in coantrast
to local protection works which are effective only at their individual damage

center. Detention basins may also retain sediment from the hillside or bluff

areas and thus eliminate it as an interior area problem.

e. Interior Levees and Walls. Interior levees and walls along
conveyance channels may be implemented as local intecrior protection features.
These barriers are normally lower in height than the conventional main levees
and thus failure is less likely to result in catastrophic leoss. If the
barriers are of sufficient height, and damage potential from failure great,
they are considered the same as the main line levees or walls. The interior
levees may create secondary interior flooding problem that must be considered,
though the magnitude would likely be minor. Implementation of these measures
must meet criteria defined in Executive Order 11988" and other existing
federal policy. Flood forecasting emergency-preparedness plans should be an
integral part of implementation of interior levees and walls to reduce the
potential for loss of life and property when the situation warrants. See
criteria for main levees and walls described in paragraph S5-2a.

5-4. Nonstructural Measures.

a. Measure Categories. Nonstructural measures are categotrized herein
as:

(1) measures designed to permanently modify the damage susceptibility of
existing structures,

(2) measures designed to manage future development and flood plain
activities, and

(3) flood warning-emergency prepardness procedures. The measures
warrant serious considerations in urban interior areas both as stand-alone
measures and as a part of an integrated comprehensive plan.

b. Measures Which Permanently Modify Damage Susceptability of Existing

Structures.

(1) Several types of nonstructural measures are designed to permanently
modify damage potential of existing structures. They include: flood proofing
(seals, earthen dikes, and walls); raising existing structures; and relocation
of occupants and/or structures (damage potential) from the specified
threatened area. The measures are designed to modify the damage potential of
an area. They are typically implemented on a localized scale (such as
neighborhood) as opposed to structural and other types of nonstructural
measures which often are designed to function for largecr areas.

(2) Flood proofing and raising of structures to target elevations protect
structures and contents until design limits are exceeded. The measures,
applied to individual or small groups of structures are generally less
environmentally disruptive than structural alternatives. The measures do not
reduce damage to vital services (i.e., water, gas, power), streets, bridges,
and landscaping, and (in most cases) only slightly reduce the social

5-6



EM 1110-2-1413
15 Jan 87

impact and discuption associated with flood events. Seals, walls and dikes
are often significantly less reliable than other permanent measures.

(3) Permanent crelocation is defined as the removal of inhabitants and
damage potential from the identified hazard area. Included are the physical
moving of a structure and contents from the flood plain or demolition of the
structure and moving inhabitants and contents to a new structure off the flood
plain. Demolition of the structure may not be required if a compatible flood
plain use of the structure can be identified.

(4) Flood proofing, raising, and relocation actions are generally more
economically justified than structural measures when only a few structures are
involved. Similarly, implementing nonstructural measures to a few structures
to permit increasing the size of a detention basin may be more attractive than
increasing the size of gravity outlets or pumping stations.

€. Measures Which Manage Future Development.

(1) Management of future davelopment reduces losses by requiring flood
plain development and activities to be operated or located in a specific
manner commensurate with the flood hazard. Land use development can be
controlled by regulations such as zoning ordinances, building codes and
restrictions, taxation, or purchase of land in fee or by purchase of a flood
easement. Structures not precluded from flood plain locations by these
measures may locate on the flood plain if constructed and maintained to be
compatible with the recognized flood hazard.

(2) Regulatory actions and land acquisition can also bring about new use
of the flood plain. The measures are attractive from the perspective of
managing development to reduce the future damage potential of the area and
utilization of the flood plain for compatible purposes.

(3) Measures which manage future development are generally compatible
with implementation of other structural and nonstructural measures.
Regulatory actions may be incorporated as part of the agreements with local
agencies or the local sponsor. For example, implementation of regulatory
palicies to preserve the storage and functional integrity of detention basins
over the life of the project may be employed.

d. Flood Forecasting-Emergency Preparedness Plans.

(1) Flood emergency preparedness plans are compcrised of flood emergency
management actions and activities that reduce flood losses and minimize social
disruption and assist in recovery and reoccupation of flooded areas. The
measures should not be considered in lieu of other feasible permanent
structural or nonstructural alternatives due to their temporary nature and
uncertain reliability during flood episodes. Preparedness plans, however,
should be considered as interim measures until other flood loss reduction
measures are implemented; as companions to, or enhancements of such other
measures; and as a means of minimizing the risk of loss of life, flood damage
and social disruption if other methods are not feasible.
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(2) Flood forecasting-emsrgency preparedness plans are generally . -
compatible with other structural and nonstructural flood reduction measures.
Implementation is more frequent in urban interior areas than in agricultural
intarior areas. Implementation of some level of flood forecasting-emergency
preparedness actions is usually feasible even if other structural and

nonstructucral measures are not.
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CHAPTER 6

SPECIAL TOPICS

6-1. General.

This chapter addresses special topics that are important to the planning,
design, and operation of interior flood loss reduction systems. The topics
are not necessarily directly related to hydrology, but hydrologic analysis
assumptions and results are integrated into the concepts and material
presented. The special topics discugssed include performance standards, study
congiderations of urban and agricultural areas, flood damage evaluation
concepts, and legal requirements.

6-2. Performance Standards.

Guidance for performance objectives for interior flood control projects
are contained in ER 1105-2-20 (Reference é) and ER 1105-2-30 (Reference 7).
The Federal objective is to contribute to national economic development (NED)
consistent with protecting the environment, pursuant to National environmental
statutes, applicable executive orders, and other Federal planning
requirements. Various plans in addition to the NED plan are to be formulated
in a systematic manner. The MED plan is to be recommended for implementation
unless the Secretary of a department or head of an independent agency grants
an exception. Exceptions may be for potential catastrophic losses in urban
areas (Reference 6) although catastrophic loss potential is not commonly found
in urban intecior areas. The NED plan is to be recommended in agricultural
areas.

6-3. Study Concepts for Urban and Agricultural Areas.

There is no distinction in the planning and design study processas
betwaeen urban and agricultural areas. There is also no direct distinction
between performance standards for urban and agricultural areas. However,
urban areas often produce through the study process the need for higher levels
of protection than agricultural areas, because the consequences of flooding
are likely to be of greater social concern and solutions may introduce more
significant environmental problems. As a consequence, studies of urban
interior areas often surface a more complex mix of alternatives and measures
based on economic, social, and environmental factors than agricultural areas
which typically yield systems that produce maximum net economic benefits.
This does not preclude, however, the need throughout the study process for
careful consideration of potential social and environmental impacts for
agricultural areas.

6-4. Flood Damage Evaluation Concepts.

a. Flood damage evaluations of interiocr areas are complex. Figure 6.1
presents a conception of the damage frequency relationships for these
conditions. The sketch represents the simplified condition of complete
non-coincidence, but is nonetheless an important conceptualization.
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b. Condition 1 displays the total damage frequency function for damage
center C for the without conditions. Without conditions are defined as
without the main levee or wall and without any interior flood loss mitigation
measures. The damage-frequency relationship for damage center C is equal to
the sum of the individual functions for the river (A) and interior runoff
(B). Each function is developed as if the other did not exist, then the two
are simply added.

¢. Condition 2 illustrates the resulting damage-frequency relationship
for damage center C after the main levee or flood wall and interior flood loss
reduction measures are implemented. The function generated in Condition 1la
for without conditions is truncated at the level-of-protection. The figure
for Condition 2b interior flooding illustrates the damage-frequency function
(residual) at damage center C after implementation of proposed interior flood
loss reduction measures, such as enlarged gravity outlets and/or pumping
stations.

d. The benefit analysis summary is also conceptualized in Condition 2.
The benefit is the area under the without conditions damage- frequency curve
minus the area under the residual damage curve for both the main levee and the
interior.

e. If instead of complete non-coincidence, complete coincidence had been
sketched and analyzed, the benefits attributable to interior measures would be
different. The benefits would be less by the hatched damage frequency block
in 2b that represents events exceeding the levee protection level. This is
because interior events more rare than the line-of-protection design level
could not accrue interior benefits ... the design line-of-protection would
have already failed.

6-5. Legal Requirements.

a. The capability of an interior flood loss reduction system to function
over the project life must be assured. This often requires legally binding
commitments from the local sponsors of the project to properly operate and
maintain the system. Real estate interest required and specifications for
operating and maintaining detention storage areas, pumping facilities, and
conveyance networks, should be integral to all agreements for implementation
of interior system of flood loss mitigation measures.

b. Those items that the local sponsor must provide as a condition for
Federal participation in a local project are commonly referred to as the a, b,
¢'s, and usually derived at least in part from Section 3, Public Law 738, 74th
Congress - Flood Control Act of 1936.

*..Sec 1. That hereinafter no money appropriated under authority of
this Act shall be expended on the construction of any
project until States, political subdivisions thereof, or
other responsible local agencies have given assurances
satisfactory to the Secretary of War that they will (a)
provide without cost to the United States all lands,
easements, and rights-of-way necessary for the construction
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of the project, except as otherwise provided herein; (b)
hold and save the United States free from damages due to
the construction works; (c¢) maintain and operate all the
works after completion in accordance with regulations
prescribed by the Secrestary of War:....."

This act has been subsequently ammended by Section 9 of the Water Resources
Development Act of 1974 (Public Law 93-251). Regulations were prescribed by
the Secretary of Army for maintenance and operation under Section 7, 58
Statutes 890; 33 USC 709.

€. 31 December 1970, Public Law 91-611 - River and Harbor and Flood
Control Act of 1970, Section 221, provides that the comstruction of any water
resources project must not be commenced until each non-Federal interest has
entered into a written agreement to furnish its required cooperation for the
project (84 Stat. 183, 42USC 1962d-5b).

d. The Federal and non-Federal participation in the plan should be
developed and described in the authorizing document in a logical manner as
follows:

(1) State the objectives and benefits expected to be achieved by the
proposed plan. Provide specific information on the reduction in flood depths
(elevation), duration, damages, etc., not just general statements.

(2) Describe all features of the plan necessary to achieve the objectives
and benefits, not just the Federally constructed parts. This includes all
structural and non-structural features, including any ponding areas and any
other local actions needed (which local cooperation requirements will cover).

(3) Define the functional and operational requirements of each feature in
specific terms: the necessary storage volume should the ponding areas;
gravity drain capacity; gate closing elevations; pumping capacity; and the
time equipment and manpower required to close the closure structures, etc.

(4) Present the capability of local interest to operate and maintain the
plan. Also, present and discuss legal and financial capabilities and
constraints that influence plan selection and/or operation. For example, it
may be necessary to acquire a legal interest in ponding areas or channels
where local interest does not have the legal capability to assure the required
capacity by other means.

(5) Discuss operation and maintenance requirements in general. Provide a
complete discugssion of those requirements specific to the proposed plan not
covered adequately in Title 33 CFR.

(6) In the section normally referred to as local cooperation, describe
what locals must do as a condition to Federal participation. Describe project
features and real estate interest that local organizations must provide. Q&M
requirements are usually referred to Title 33 CFR. If ponding areas are
required, make a specific statement to this effect.
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CHAPTER 7

REPORTING REQUIREMENTS

7-1. General.

Reporting requirements for the several types of studies are described in
applicable Engineer Regulations. In addition hydrologic and hydraulic
Engineering Technical Letters (ETL's) summarize the array of hydrologic data
that must be presented for planning reports and suggest display formats. The
goal of reporting (investigation findings) should be to describe in basic
terms the nature of the flood problem, status and configuration of existing
system, proposed system and alternmatives, performance characteristics of
proposed system, and important operation plans. This chapter suggests a
general structure for reporting results of the hydrologic studies commensurate
with the basic concepts of planning and design studies. UNote that it is
occasionally suggested that economic and other data be included so that the
consequences of the hydrologic evaluations may be better judged.

7-2. Planning Considerations.

a. General. Hydrologic reporting requirements for feasibility
investigation should include a description of the without conditions,
alternative flood loss reduction plans analyzed, analytical procedures and
assumptions used, and system implementation and operation factors influencing
the hydrologic aspects of the study.

b. Existing System. The existing system will be defined and dispiayed
schematically and by the use of maps, tables, and plates. The layout of the
existing location of pumping stations, primary gravity outlets, detention
storage basins, and conveyance networks shall be indicated on aerial
photographs or other suitable cartographic materials. Important environmental
aspects, damage locations, and cultural features will also be indicated.

¢. Without Conditioms.

(1) Physical characteristics and features of existing condition flood
loss mitigation measures will be described and shown in tables and plates.
Dimensions of gravity outlets, channels, and other measures shall be
specified. Area capacity (stocage-area-elevation) data of detention storage
areas will be presented. Watershed and subbasin boundaries will be shown on a
plate or map.

(2) The hydrologic analysis approach adopted, critical assumptions, and
other analysis items for existing conditions will be described and illustrated
as necessary. Historic and/or hypothetical storms, loss rate parameters,
runoff transform pacrameters, touting criteria, and seepage will be described
and depicted via tables and plates. Hydrologic flow characteristics, peak
discharge, duration, frequency and velocity information will be presented for
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important locations (damage centers, high hazard areas, locations of potential
physical works). Schematic flow diagrams indicating peak discharges for a
range of events will be included for urban areas. Presentation of several
hydrographs of major hydrologic events, including precipitation and loss rates
and runoff transforms, can greatly assist in explaining the nature of flooding.

(3) Puture without conditions will be described as they impact on
hydrologic conditions, assumptions, and procedures. Changes in runoff and
operation resulting from future conditions will be described in terms similar
to the existing conditions description of paragraph 7-2.¢(2). Procedures
adopted for parameter estimation for future conditions will be described.

d. Hydrologic Analysis of Alternatives.

(1) The location, dimensions, and operation criteria of components of
the altecrnative plans will be described and depicted on tables and plates.
Locations of the alternative measures or plans will be displayed on aerial
photographs and/or other cartographic materials so that comparisons with
existing conditions may be readily made. Impacts of measures and plans on
flood hydrographs (peaks, durations, velocities) for a range of events will be
provided at similar locations as for without conditions. Display of the
effects on hydrographs of paragraph 7-2.c(2) above should be included.
Display of residual flooding from large (one-percent chance and Standard
Project flood) events is required. Also include tables of pumping rates that
impact on flood hydrographs and stages.

(2) The hydrologic description of the various alternative plans will
include a description of the required local agreements and maintenance
requirements. The hydrologic consequences of failure to adequately fulfill
these requirements will also be presented.

7-3. Design Considerations.

a. Hydrologic material presented in the design documents (GDM and FDM)
Wwill describe in detail the hydrologic system, and any refinements of sizes,
performance standards, and operation criteria from the feasibility study. The
hydrologic requirements for the GDM are specified in ER 1110-2-1150 (10) and
summarized in the following paragraphs.

(1) Present the basis and results of hydrologic and hydraulic studies
requred to determine the functional design and real estate requirements of all
water control projects.

(2) Hydrologic studies should include: discharge-frequency relationships;
Standard Project and perhaps the Probable Maximum floods; stage-discharge
relationships; flow duration; inundation limits; freeboard determinations;
existing and post-project sedimentation; water quality and groundwater
conditions; project regulation plan; real estate guide taking line elevations;
criteria for relocations and other flowage right determinations; and criteria
for guidance and support of local assurance requirements.
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(3) The residual flood condition with the selected plan in place will be
described. As a minimum, the information will include the following: warming
time of impending inundation; rate-of-rise, duration, depth andvelocity of
inundation; delineation of the baest available mapping of the flood inundation
boundaries; identification of potential loss of public service; access
problems; and potential damages. This information will be developed for each
area of residual flooding for historic, Standard Project Flood, one- percent
chance flood and the flood event representing the selected level of
protection. This information will be incorporated into the operation and
maintenance manual for the project and disseminated to the public.

(4) Hydraulic study results to be presented include: water surface
profiles; headloss; velocity; pressure conditions; structural sizing for
design capacities; water control facilities; energy dissipating facility
details; and erosion control requirements.

(5) For coastal projects, tidal fluctuations and overtopping conditions
should be defined.

b. Feature design memorandum reporting requirements for hydrologic
analyses are summarized below (Reference 10):

(1) A summary of project data applicable to the feature being presented.

(2) Basic data and criteria used in the design, referring to the GDM,
applicable engineer manuals and regulations, guide specifications, and other
sources of criteria.

(3) Design drawings, sketches, charts, diagrams, maps, profiles, or other
graphic data necessary to illustrate the design. The maps should clearly
identify all places and names mentioned in the text of the design memocandum.

(4) Results of investigation, analyses, and engineering computations made
for the design of essential parts or items. The information will include:
formulas, methods, and assumptions used to determine pertinent design
features, flow characteristics, and digscharge capacities. Also to be included
are design water surface profiles, coefficient and discharge curves, and other
plotted data or tabulations. Hydrologic aspects of physical model tests
should be included when the design is based on a model study.
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